The authors discovered a mistake was made in the Mw calculations in this paper. To determine the spectral voltage amplitude (y-axis) in the diagram in Fig. 6a we were using the periodogram function in Matlab. The mistake is that what is plotted in Fig. 6a is the power i.e. the square of the spectral voltage amplitude, while the spectral voltage amplitude should be used. The updated Fig. 6a is shown below. The statements and conclusions of the research and thus of the paper are not affected but some of the numbers in the text and some of the figure need to be modified:
The changes regarding figures should be the following: Figure 6a : change figure to:
Figure 6b: change y-axis from "− 10 to − 6.5" to "− 8.2 to − 6.6". Figure 6 : caption change from "Mw= − 9.78, − 8.45 and − 6.91" to "Mw= − 8.08, − 7.56, − 6.63".
Figure 7: x-axis change from "− 6 to − 11" to "− 6.25 to − 8.75". Figure 13b : the scale (right hand side) change from "− 6 to − 8" to "− 6.25 to − 7.25". Figure 15a : x-axis change from "− 6 to − 10" to "− 6.25 to − 8.25". Figure 15b : x-axis change from "− 6.5 to− 10" to "− 6.5 to − 8.25". Figure 19 : Scale (right hand side) change from "− 7 to − 9" to "− 6.75 to − 7.75". Figure 24 : Scale (right hand side) change from "− 7 to − 8.5" to "− 6.75 to − 7.5".
The original article can be found online at https ://doi.org/10.1007/ s0060 3-017-1233-z. 
